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Ongoing Maintenance
Regular maintenance helps keep 
fire doors fit for purpose. Schemes 
are available to help simplify this 
process for the 
‘Responsible 
Person’

ACCEPTED REPAIR TECHNIQUES
An outline of the repair techniques accepted under BM Trada Q-Mark 
scheme to maintain fire doors back to their originally intended fire rating.

    ART Number: 17
*	 Replacement Door Leaf.

    ART Number: 01
*	 Lipping Repair

    ART Number: 06
*	 Door Leaf Out of Alignment.

    ART Number: 14
*	 Damaged Glazing and Glass.

    ART Number: 18
*	 Recommendation for 

Replacement Doorset.

    ART Number: 20
*	 Replacement Door Frame
   
    ART Number: 21
*	 Repairing Door Frame.

    ART Number: 05
*	 Closer Not Operating Correctly. 

    ART Number: 24
*	 Ineffectual Fixings. 

    ART Number: 13
*	 Hinge Fixings Are Loose.
    
    ART Number: 08
*	 Hinges Damaged or Dropped.

    ART Number: 11
*	 Damaged Perimeter Seals.
   
    ART Number: 22
*	 Smoke Control.

    ART Number: 23
*	 Calling In Expertise.

    ART Number: 12
*	 Misaligned Matching Hardware.

    ART Number: 02
*	 Over Recessed Hardware.

    ART Number: 07
*	 Moisture Content Too High.

    ART Number: 19
*	 Fire Door Signage.

    ART Number: 03
*	 Door Frame Joints.

    ART Number: 16
*	 Installation of Replacement or 

Refitting Architrave and Sealing to 
Structural Opening.

    ART Number: 04
*	 Door Gaps Incorrect to 

Specification.

    ART Number: 10
*	 Operational Maintenance.

Regular Inspections
Regular fire door inspections are 
required as part of a building’s Fire 
Risk Assessment. These inspections 

identify any non-conformities that will 
impact on the passive fire protection 
properties of the fire door assembly.


